
Changing station

Model  Esolis 900  Esolis 1200 

Internal dimensions    
(W x D x H), in mm  955 x 650 x 680  1 145 x 650 x 680 

External dimensions         
(W x D x H), in mm  

1 325 x 743 x 1 975 mm (low posiƟon)  

1 325 x 743 x 2 375 (high posiƟon) 

1 600 x 743 x 1 975 (low posiƟon)  

1 600 x 743 x 2 375 (high posiƟon) 

Brightness  > 1150 lux  > 1 200 lux 

Max consumpƟon  1 800 W  2 100 W 

Noise level  < 59 dBa  < 60 dBa 

FiltraƟon  HEPA H14  

Efficiency of the filters  99,999% for 0,3 µm  parƟcles 

Voltage ‐ frequency  230VAC ± 10% ‐ 50 Hz 

Weight  190 kg  240 kg 

The Esolis changing staƟon pass through the Ɵghtest laboratories doors (80 cm)! 

Noroit 
13 rue des Coteaux de Grand Lieu - 44830 Bouaye - FRANCE 

Tel: 0033 / 240 501 277 - contact@noroitlabo.com 

www.noroitlabo.com 

Noroit is commiƩed to eco‐design and producƟon: 

 Low energy building producƟon plant,
 Recycling of 95% of producƟon waste,
 CollecƟng and treatment of 100% of chemical waste ( Noroit is member of the « Click Eco » network,),
 Local subcontracƟng,



Opt imal  protec t ion  o f  the  
an ima l s ,  the  us er  an d  the  
en v i ronm en t  

Class  100- ISO5 ,  
Pre f i l te r  car t r idge ,  ins ta l l ed       
be low the  work  t ray ,  
HEPA H14 f i l te r s ,  
A i r f lows  d i rec t  measurement  by  
anemometers ,  
V i sua l  a la rms .  

Appl i cat ion  
Change of  so i l ed  l i t t e r .  

Conf igura t ion  accord in g  
to  your  n eeds  
Customisat ion ,  many  poss ib le  
opt ions  on  request .   

Contact  us !  

DONʼT FEAR THE CHANGE! 

The Esolis changing Station efficiently protects the rodents during the cages 
changing process and the users against dust or mouse hair inhalation.  

It maintains the bio confinement of very fragile and non-infected animals, 
especially SPF ones, and protects the zootechnicians against allergenic risks. 

ADJUSTABLE  ELECTRIC STAND 
 The work height can be

programmed, to fit at best to    
the userʼs morphology, 

 Max range: 40 cm,
 3 positions can be recorded.

CUSTOMISATION 

 Electric work height          
adjustment, 

 Hour counter,
 Dispenser of disinfecting     

product, 
 Fold-out shelf,
 Electrical sockets.

Body  m a de  of  s tee l  an d  
work  t ray  made  o f  304L  
brushed  s ta in les s  s tee l  
Qui te  easy  to  c lean  and     
decontaminate ,  
Very  res i s tant  to  s te r i l i z ing  
agents .  

Cas tors  and  handles  
Can be eas i l y  moved ,  even by  a  
s ing le  person ,  
Pass  through the  t ightes t     
l aborator ies  doors  (80cm) .  

Double  works ta t ion  un i t  
For  a  f r i end ly  team work .  

Seat  work  pos i t ion  
Des igned to  enab le  a     
comfor tab le  work .  

FOLD-OUT SHELF  

 This shelf is designed to store
cages before or after being      
processed by the user, 

 2 shelves can be installed onto
the unit. 

QUALIF ICAT ION 

 HEPA filters efficiency test,
 Particles counting,
 Airflow mapping,
 Alarms control,
 Ventilation control,
 Mechanical control.

USEFUL AND CONVENIENT!  

UNIQUE DEDICATED AND PATENTED SYSTEM:  C lean  Up ® 

Eye- leve l  contro l  pane l  
Th is  s tanda lone equ ipment  does  
not  requ i re  any  ad jus tment  o r  
programming ,  
I t  i s  cont ro l led  by  means  o f  on ly  
2  but tons .  

INNOVATIVE & ORIGINAL  
DESIGN! 

1. Grip and press down the handle, 
2. Simply clean the retention tank! 

This balanced weight system does not require much muscle force! 
When lifted up, the work tray remains in this position to enable a             

comfortable cleaning of the retention tank located below. 

The retention tank features a dedicated tube to flush out the waste         
materials. The user only needs to wipe the waste from the retention tank,                  

towards the tubeʼs opening.  

LEDs  s t r ips  an d  baf f le s  
They  prov ide  a  smooth  and     
re f ined l igh t ing .  

TECHNICAL  

SPECIFICATIONS 


